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56-184 213-286 56-184 213-215 254-286

12" 16.125" 2.0" -- -- 13" -- --
14" 18.125" 2.5" -- -- 13" -- --
16" 20.125" 3.0" -- -- 13" -- --
18" 22.125" 3.0" -- -- 13" -- --
20" 24.125" 3.5" -- -- 13" -- --
24" 29.625" 4.0" 18" -- 13" 14" --
30" 35.625" 4.5" 18" -- 13" 14" 25"
36" 41.625" 5.0" 18" 28" 13" 14" 25"
42" 47.625" 5.0" 18" 28" 13" 14" 25"
48" 53.625" .5.0" 18" 28" -- 14" 25"
54" 59.657" 5.5" 18" 28" -- -- --
60" 67.657" 6.0" 18" 28" -- -- --
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CABINET, BACK GUARD & SHUTTER

56-184 213-286 56-184 213-215 254-286

12" 16.375" -- -- 26" -- --
14" 18.375" -- -- 26" -- --
16" 20.375" -- -- 26" -- --
18" 22.375" -- -- 26" -- --
20" 24.375" -- -- 26" -- --
24" 29.875" 33" -- 33" 33" --
30" 35.875" 33" -- 33" 33" 43"
36" 41.875" 33" 43" 33" 33" 43"
42" 47.875" 33" 43" 33" 33" 43"
48" 53.875" 33" 43" -- 33" 43"
54" 59.9375" 33" 43" -- -- --
60" 67.9375" 33" 43" -- -- --
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FRONT SLEEVE & SHUTTER

56-184 213-286 56-184 213-215 254-286

12" 16.375" 15.0" -- -- 12" -- --
14" 18.375" 15.0" -- -- 12" -- --
16" 20.375" 15.0" -- -- 12" -- --
18" 22.375" 15.0" -- -- 12" -- --
20" 24.375" 15.0" -- -- 12" -- --
24" 29.875" 19.0" 15" -- 10" 11" --
30" 35.875" 19.0" 15" -- 10" 11" 22"
36" 41.875" 19.0" 15" 25" 10" 11" 22"
42" 47.875" 19.0" 15" 25" 10" 11" 22"
48" 53.875" 19.0" 15" 25" -- 11" 22"
54" 59.9375" 19.0" 15" 25" -- -- --
60" 67.9375" 19.0" 15" 25" -- -- --
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REAR SLEEVE & BACK GUARD

56-184 213-286 56-184 213-215 254-286
12" 16.375" 2.0" -- -- 15" -- --
14" 18.375" 2.5" -- -- 15" -- --
16" 20.375" 3.0" -- -- 15" -- --
18" 22.375" 3.0" -- -- 15" -- --
20" 24.375" 3.5" -- -- 15" -- --
24" 29.875" 4.0" 19" -- 19" 19" --
30" 35.875" 4.5" 19" -- 19" 19" 29"
36" 41.875" 5.0" 19" 29" 19" 19" 29"
42" 47.875" 5.0" 19" 29" 19" 19" 29"
48" 53.875" 5.0" 19" 29" -- 19" 29"
54" 59.9375" 5.5" 19" 29" -- -- --
60" 67.9375" 6.0" 19" 29" -- -- --
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Shutter motor option shown.

Shutter motor option shown.
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WALL EXHAUST FANS & VENTURI 
DIMENSIONS FOR STANDARD OPTIONS 
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OPTIONS & ACCESSORIES

CABINET, BACK GUARD & SHUTTER

FRONT SLEEVE & SHUTTER

STEEL CONTROL & MOTORIZED 
CONTROL DAMPERS

REAR SLEEVE & BACK GUARD MOTOR OPTIONS

TWO SPEED MOTOR
Two speed motors are available for some of
Canarm/LFIʼs    exhaust fans. 1800/1200 or 1800/900
RPM variable torque, single and three phase.
Consult factory for available voltages and
configurations.

Motorized steel control dampers can be mounted in
fan cabinet or sleeve in either exhaust or intake
applications.  Consult factory.

MODEL DESCRIPTION VOLTS

DS1 Single phase up to 3/4 HP 120/240

EL1-3/4 HP Single phase up to 3/4 HP 120/240

EL1 1/3-25A
Single or three phase

moisture resistant - 25 amp
120/240

Some of Canarm/LFI exhaust fans can be equipped
with     Explosion Proof Motors for hazardous locations.
Class I, Group D - Class II, Group F & G. Consult
factory for models.

DISCONNECT SWITCHES
Wire disconnect switches are available. 

SPECIAL COATING
For most applications, Canarm LFIʼs standard enamel
paint will provide the necessary surface protection for
painted parts. For special requirements, coatings such
as hot dipped galvanizing and epoxy, please consult
factory.

FIXED LOUVRES
Fixed louvres are available shipped loose or mounted
in fan cabinet or sleeve for exhaust or intake
applications. Consult factory.

EXPLOSION PROOF MOTORS

GUARDS

Round wire guard mounted
over fan discharge.

XFRG

2” x 2” wire guards mounted
on an angle frame fitted over
rear of fan.  54” & 60” fans
are 3/4” expanded metal.

XBGB

FITS 

FAN

ROUND 

FRONT GUARD

REAR 

BASKET GUARD

12” XFRG12 XBGB12 

14” XFRG14 XBGB14 

16” XFRG16 XBGB16 

18” XFRG18 XBGB18 

20” XFRG20 XBGB20 

24” XFRG24 XBGB24 

30” XFRG30 XBGB30 

36” XFRG36 XBGB36 

42” XFRG42 XBGB42 

48” XFRG48 XBGB48 

OPTIONS & 
ACCESSORIES

OPTIONS & 
ACCESSORIES
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• Shipped fully assembled.

• 18 gauge galvanized 
weather hoods complete 
with bird screen.

• Rugged, grey plastic hood.

• No screens.

HOODS

INSIDE DIMENSIONS OUTSIDE DIMENSIONS

GH-XF12 14.75"W X 14.0"H 18"W X 15.75"H XF12 /  XB12 / SD8 / SD10 / AX8 / AX10 / AX12

GH-XF16 18.75"W 17.75"H 22"W X 19.75"H
XF16 / XB12 / HV12 / HVA12 / ADD12 / DDP12 / 

DDS12 / SD12-14 / AX14-16

GH-XF20 22.75"W X 22"H 26"W X 23.75"H
XF20 / XB14 / XB16 / HV14-16 / HVA14-16/ 

ADD14-16 / DDP14-16 / DDS14-16 / SD16-18 / AX18-20

GH-XF24 26.75"W X 26"H 30"W X 27.5" H
XF24 / XB18-20 / HV18-20 / HVA18-20 / ADD18-20 / 

DDP18-20 / DDS18-20 / SD20 / AX24

GH-KD24 31.648"W X 31.848"H 34.648"W X 34.8262"H XB24 / HV24 / HVA24 / ADD24 / DDP24/ DDS24 / SD24

GH-KD36 43.62"W X 43.93"H 46.62"W X 46.8162"H
XB30-36 / HV30-36 / HVA30-36 / ADD30-36 / 

DDS30-36 / SD30-36 / AX30-36

GH-KD48 55.62"W X 55.2477"H 58.62"W X 58.8162"H XB42-48 / HV42-48 / HVA42-48 / ADD42-48 / DDS42-48 

GH-KD60 69.76"W X 69.9188"H 72.76"W X 72.9462"H XB54-60 / HV54-60 / HVA54-60 / ADD54-60 

WHA8-10 12.105"W X 12.105"H AX08-10

WHA12 14.054"W X 14.054"H AX12

WHA14 16.105"W X 16.105"H AX14

WHA16 18.105"W X 18.105"H AX16

WHA18 20.105"W X 20.105"H AX18

WHA20 22.054"W X 22.054"H AX20

WHA24 26.054"W X 26.054"H AX24

WHA30 33.054"W X 33.054"H AX30

WHA36 39.105"W X 39.105"H AX36

WH8-10P 14.446"W x 14.446"H P08 / P10

WH12P 17.395"W X 17.395"H P12

WH14P 19.196"W X 19.196"H P14 

WH16P 21.196"W X 21.196"H P16 

WH18P 23.204"W X 23.204"H P18 

WH20P 25.196"W X 25.196"H P20 

WH24P 29.145"W X 29.145"H P24 

WH30P 35.645"W X 35.645"H P30

WH36P 41.645"W X 41.645"H P36

EH12 16.553"W X 16.553"H
XF12 / SD8-12 / AX8-14 / XB12 / HV12 / HVA12 / 

ADD12 / DDP12/ DDS12 

EH14 18.604"W X 18.604"H
XB14 / HV14 / HVA14 / ADD14 / DDP14/ DDS14 / 

SD14 / XF16 / AX16 

EH16 20.604"W X 20.604"H
AX18 / SD16 / XB16 / HV16 / HVA16 / ADD16 / 

DDP16 / DDS16

EH18 22.553"W X 22.553"H
SD18 / XB18 / HV18 / HVA18 / ADD18 / DDP18 / 

DDS18 / XF20 / AX20

EH20 24.553"W X 24.553"H
SD20 / XB20 / XF24 / HV20 / HVA20 / ADD20 / 

DDP20 / DDS20 

EH24 30.053"W X 30.053"H
SD24 / AX24 / XB24 / ADD24 / HV24 / HVA24 / 

DDP24 / DDS24 / JFHVA24

EH30 36.354"W X 36.354"H
SD30 / AX30 / XB30 / HV30 / HVA30 / ADD30 / 

DDS30 / JFHVA30

EH36 42.303"W X 42.303"H
SD36 / AX36 / XB36 / HV36 / HVA36 / ADD36 / 

DDS36 / JFHVA36

EH42 48.6277"W X 48.6277"H XB42 / HV42 / HVA42 / ADD42 / DDS42 / JFHVA42

EH48 54.6382"W X 54.6382"H XB48 / HV48 / HVA48 / ADD48 / DDS48 / JFHVA48

EH54 61.20"W X 61.20"H XB54 / HV54 / HVA54 / ADD54

EH60 69.39"W X 69.39"H XB60 / HV60 / HVA60 / ADD60

HFP-18 21.50"W X 21.75"H
S8 / S10 / S12 / S14 / S16 / S18

AX08 / AX10 /AX12 / AX14 / AX16 / AX18

HFP-24 27.50"W X 27.75"H
S20 / S24

AX20 / AX24

PLASTIC HOODS

HOOD 

MODEL

DIMENSIONS

FANS THAT WILL FIT

WHA HOODS

WHP HOODS

EXHAUST / INTAKE / WEATHER HOODS

GH GALVANIZED KNOCK DOWN HOODS

GH KNOCK DOWN HOODS

GH GALVANIZED HOODS

GH KNOCK DOWN HOODS

WHA HOODS

WHP HOODS

INTAKE & EXHAUST HOODS

PLASTIC HOODS

• 18 gauge galvanized 
weather hoods complete 
with bird Screen.

• Optional insect screen   
available.  
Consult factory.

• For AX fans.

• Shipped fully assembled.

• For Panel fans.

• Economical shipping.

• Easy to assemble, 
galvanized hood.

• No screens.

• Easy to assemble, 
galvanized hood.

• Includes bird screen.




